
 
 

 
 

20'  
STANDARD  

INSIDE 
DIMENSIONS  

DOOR 
OPENING  

PALLETIZED 
LOADS  TARE WEIGHT  

    
Length 
(ft.-in.) 19-4 Width 

(in.)  92 48'' x 40'' 
(units)  10  Container only 

(lbs.)  5,400  

CAPACITY   Width (in.)  92.5  Height 
(in.)  90  48'' x 42'' 

(units)  10 Container 
w/chassis (lbs.) 11,600 

Useable cube 

(cu. ft.)  
1,169 Height 

(in.)  94              

 

 

 
 

40'  
STANDARD X 96''  

INSIDE 
DIMENSIONS  

DOOR 
OPENING  

PALLETIZED 
LOADS  TARE WEIGHT  

    
Length 
(ft.-in.) 39-6 

Width 
(in.)  92 

48'' x 40'' 
(units)  20  

Container only 
(lbs.)  7,500 

CAPACITY   Width (in.)  92 
Height 
(in.)  90 

48'' x 42'' 
(units)  20 

Container 
w/chassis (lbs.) 14,300 

Useable cube 

(cu. ft.)  
2,395 Height 

(in.)  94             

 

 

 
 

40'  
HIGH CUBE X 96''  

INSIDE 
DIMENSIONS  

DOOR 
OPENING  

PALLETIZED 
LOADS  TARE WEIGHT  

    
Length 
(ft.-in.) 39-6 

Width 
(in.)  92 

48'' x 40'' 
(units)  20  

Container only 
(lbs.)  8,377 

CAPACITY   Width (in.)  92 
Height 
(in.)  102 

48'' x 42'' 
(units)  20 

Container 
w/chassis (lbs.) 16,500 

Useable cube 

(cu. ft.)  
2,714 Height 

(in.)  106             

 

 

 



 
 

 
 

 

45'  
HIGH CUBE X 96''  

INSIDE 
DIMENSIONS  

DOOR 
OPENING  

PALLETIZED 
LOADS  TARE WEIGHT  

    
Length 
(ft.-in.) 44-6 

Width 
(in.)  92 

48'' x 40'' 
(units)  24 

Container only 
(lbs.)  8,550 

CAPACITY   
Width 
(in.)  92 

Height 
(in.)  102.5 

48'' x 42'' 
(units)  22 

Container 
w/chassis (lbs.) 16,950 

Useable cube 

(cu. ft.)  
3,050 Height 

(in.)  106.5             

 

 

 
 

48'  
HIGH CUBE X 102''  

INSIDE 
DIMENSIONS  

DOOR 
OPENING  

PALLETIZED 
LOADS  TARE WEIGHT  

    
Length 
(ft.-in.) 47-6 

Width 
(in.)  98 

48'' x 40'' 
(units)  28 

Container only 
(lbs.)  9,600 

CAPACITY   
Width 
(in.)  98 

Height 
(in.)  106.5 

48'' x 42'' 
(units)  26 

Container 
w/chassis (lbs.) 18,000 

Useable cube 

(cu. ft.)  
3,470 Height 

(in.)  106.5             

 

 

 
 

53'  
STANDARD X 102'' 

INSIDE 
DIMENSIONS  

DOOR 
OPENING  

PALLETIZED 
LOADS  TARE WEIGHT  

    
Length 
(ft.-in.) 52-6 

Width 
(in.)  98 

48'' x 40'' 
(units)  30 

Container only 
(lbs.)  10,750 

CAPACITY   
Width 
(in.)  98 

Height 
(in.)  106.5 

48'' x 42'' 
(units)  30 

Container 
w/chassis (lbs.) 19,340 

Useable cube 

(cu. ft.)  
3,830 Height 

(in.)  106.5             

 

 



 
 

 
 

53'  
HIGH CUBE  
53' X 102" 

INSIDE 
DIMENSIONS  

DOOR 
OPENING  

PALLETIZED 
LOADS  TARE WEIGHT  

    
Length 
(ft.-in.) 

52-

6.5 

Width 
(in.)  98 

48'' x 40'' 
(units)  30 

Container only 
(lbs.)  10,125 

CAPACITY   
Width 
(in.)  99 

Height 
(in.)  109.5 

48'' x 42'' 
(units)  30 

Container 
w/chassis (lbs.) 17,375 

Useable cube 

(cu. ft.)  
3,954 Height 

(in.)  109.5             

 

 

Dry Van Trailer Capacities and Specifications 

 

INSIDE DIMENSIONS  45' STANDARD  45' HIGH CUBE  48' HIGH CUBE  

Length (ft.-in.) 44-6 44-6 47-6 

Width (in.)  92 98 98 

Height (in.)  102 106.5 106.5 

DOOR OPENING 

Width (in.)  92 98 98 

Height (in.)  102 106.5 106.5 

TARE WEIGHT 13,500 14,500 15,800 

 

 

 
 

45' 
STANDARD' X 96 " 

Useable cube (cu. ft.)  3,000 

 

 

 



 
 

 

 

 
 

 

45'  
HIGH CUBE X 102 " 

Useable cube (cu. ft.)  3,250 

 

 

 

 
 

 

48'  
HIGH CUBE X 102 " 

Useable cube (cu. ft.)  3,530 

 

 

The equipment specifications shown above represent those most commonly found in the industry. 

Maximum lading weights are subject to federal and individual state highway laws and will vary according 

to the specifications of the tractor and loading pattern of the freight 

 


